EC-Motor, zu SS-1252/EC-motor, to SS-1252/EC-moteur, en SS-1252
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Klemmkasten |
terminal box !
boite a bornes

Farbcode/color code/code couleur (IEC 757)
BN-br-braun-brown-brun
RD-rt- rot-red-rouge
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%ﬁ_ 3 x 0,5 mm? ggﬁsvnetir?\:g%ee& y Briicke auf Klemme
X é‘é S1=0,0-10V Sollwert 1/2 2/3
S§2=1,7-10V | Festwert Poti A1| v/ -
AT ‘@ S3=1,7-10V Schalterbetrieb, _ \/
Adapter/ S3 Q} A1=17-10V | potis1-53
AT adaptateur: | .
RJ12-Litze/ g0 {2}
braid/ tresse Potentiometer link on terminal
6 ¥—__ S {2} setpoint setting: .
1 st=o0010v | setont | 12 | 23
5 1 §2=17-10V | constant Poti A1| -
SU/A-3 10 S8=1,7-10V switch operation, _ v
Art.Nr. 4266/7 Anschluss der A1=1,7-10V Poti S1-S3
33 ' m RJ12 Klemmen 1/2/3 e -
Buchse siehe auch SS-1022 , -
82 ' 6 ! SOCket/prise ------ mmmmmmmemmmme- == pOInt de C.OHS\Igﬂe Pont entre borneS
S1 ' terminal connection du potentiomeétre:
1/2/3 see also S1=0,0-10V Point de consigne 1/2 2/3
11213 | ss-1022 S2=1,7-10V
———————————————————————— S3=17-10V Poti Afconstant | v/ :
I—I raccordement des A1 =1,7-10V fonctionnement du com- _ /
bornes 1/2/3 mutateur, Poti S1-S3

85499 018 SS-1254 26.11.18 voir aussi S5-1022




